. Mechanical properties of 80/20 wt% PLA/PGSgel blends 
. Mechanical properties of 80/20 wt% PLA/PGSgel blends Table S2 . Mechanical properties of neat PLA and 90/10 wt% PLA/PGS blends RPLA/PGS2 41.5 ± 0.5 2350 ± 22 7.7 ± 0.3 34.9 ± 1.6 16.6 ± 0.5 PLA/PGSMA1 45.5 ± 2 2129 ± 56 5.8 ± 1.3 27.6 ± 7.8 20.1 ± 2.1 RPLA/PGSMA1 47.6 ± 0.8 2125 ± 32 58.6 ± 5.9 24 ± 8.5 23.5 ± 2 RPLA 101.7 ± 0.7 27.2 ±0.1 168.5 ± 0.6 39.6 ± 0.1 13.3 ± 0.1 PLA/LPGS1 92.6 ± 1.1 22.8 ± 0.3 167.6 ± 0.3 40.6 ± 2.3 24 ± 3.5 RPLA/LPGS1 94.5 ± 0.7 24.6 ± 1.6 167.1 ± 0.8 36.9 ± 1.3 16.6 ± 0.5 PLA/LPGSMA1 92.5 ± 0.6 24.9 ± 0.9 167 ± 0.5 39.8 ± 0.6 20.1 ± 2.1 RPLA/LPGSMA1 91.8 ± 0.1 21.3 ± 1 167.1 ± 0.2 38.8 ± 0.5 23.5 ± 2 
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